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T-813 SURFACING (10/07) 
 
 

813.01  Description 
 
This work consists of placing surface aggregate as DESIGNATED ON THE GROUND, 
or as ordered by the Contracting Officer.  It includes preparing the area, furnishing, 
hauling, and placing all necessary materials and other work necessary to blend with the  
adjacent road cross section. 
 

813.02  Materials 
 

A. Materials will be Government-furnished when stated in the 
supplemental specifications. 

 
B. Materials furnished by the Purchaser shall conform to the gradation and 

quality requirements of Section 703 of the "Standard Specifications for  
Construction of  Roads and Bridges on Federal Highway Projects FP-03 
U.S. Customary Units" and FS supplements to the FP-03. 

 
C. All materials transported onto National Forest System land shall be free 

of invasive species of concern.  Written documentation of methods 
used to determine the invasive species of concern free status of any 
and all materials furnished by the Purchaser shall be submitted to the 
Contracting Officer before transport of any materials onto National 
Forest System land. 

 
The Contracting Officer shall have 5 days, excluding weekends and 
Federal holidays, to review the methods and inspect the materials after 
the required written documentation is provided by the Purchaser.  After 
satisfactory review and inspection or after such 5 day period, the 
Purchaser may transport the material onto National Forest System land. 

 
Material or methods appropriate for establishing invasive species of 
concern free status for the particular invasive species of concern are 
listed below. 

 
Invasive Species of Concern and Acceptable Methods specific to this 
project: 

 

Invasive Species of 

Concern 

Acceptable Methods 

See Sale Area Map for Locations  
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813.03  Maintenance Requirements 
 

  A.  Thoroughly loosen the area to be surfaced to a minimum depth of 1 inch prior to 
placement of aggregate. 

 
  B.  Mixing and Placing 
 

When scheduled coincidentally with work under Section T-811, and included 
in the SUPPLEMENTAL SPECIFICATIONS, mix surfacing and existing 
aggregate with water until a uniform mixture is obtained prior to final shaping 
and compaction.   
 
Otherwise, spread the material on the prepared area in layers no more than 4 
inches in depth.  When more than one (1) layer is required, shape and 
compact each layer before the succeeding layer is placed.  Upon completion, 
the surfacing shall reasonably conform to the adjacent cross section and 
provide smooth transitions in the road profile. 
 

C.  Compaction Methods 
 

Compaction Method A:   Breaking track while operating equipment on 
the traveled way. 
 
Compaction Method B:  7-10 ton pneumatic, steel, or equivalent 
vibratory roller, operated to cover the full width two (2) times. 

 
Either Method A or B may be used unless Method B is designated in the 
ROAD LISTING. 


